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CCP1(A)-50K~20T(-U,-Z)  

 

   FCA-CCP1-50K/100K 
 CCP1-50K~100K 

 5.884 kN { 600 kgf } 
 10 mm 

 SS400  
  7 kg 

   1  
    1  
    2  
     1  

   FCA-CCP1-200K/1T 
 CCP1(A)-200K~1T (-U,-Z) 

 5.884 kN { 600 kgf } 
 10 mm 

 SS400  
  7 kg 

   1  
    1  
    2  
     1  

   FCAD-CCP1-200K/1T  
   FCA-CCP1-2T/5T 

 CCP1-2T~5T (-U,-Z) 
 29.42 kN { 3 tf } 

 10 mm 
 SS400  

  16 kg 
   1  

    1  
    2  
     1  

    FCAD-CCP1-2T/5T  
   FCA-CCP1-10T 

 CCP1-10T (-U,-Z) 
 58.84 kN { 6 tf } 

 10 mm 
  SS400   

  27 kg 
   1  

    1  
    1  
     1  

  FCAD-CCP1-10T  
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   FCA-CCP1-20T 

 CCP1-20T ( -U,-Z ) 
 117.7 kN { 12 tf } 

 10 mm 
  SS400   

  80 kg 
   1  

    1  
    1  
     1  

   FCAD-CCP1-20T  
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A B C D E F G H I J K L M 
FCA-CCP1-50K/100K CCP1-50K 100K 195 120 160 160 12 15 90 75 15 100 65 60 18×9 

FCA-CCP1-200K/1T CCP1(A)-200K~1T(-U,-Z) 195 120 160 160 12 15 90 75 15 100 65 60 18×9 

FCA-CCP1-2T/5T CCP1-2T,3T,5T(-U,-Z) 280 150 200 217 16 25 100 130 25 100 75 75 28×13 

FCA-CCP1-50K/100K 
FCA-CCP1-200K/1T 
FCA-CCP1-2T/5T 
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A B C D E F G H I J K L M 

FCA-CCP1-10T CCP1-10T ( -U,-Z ) 300 240 223 301 16 30 180 60 30 100 80 120 33 22 

FCA-CCP1-20T CCP1-20T ( -U,-Z ) 400 320 300 402.5 28 50 220 80 40 120 100 160 42 22 

 

FCA-CCP1-10T 
FCA-CCP1-20T 

 

F G H 8- M 
C 

J 
I 

K
 

L 

D
 

  

 

E 

A 
mm 

 


